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Self-Laminating Adhesive Sign Carriers

Material Chart

Material Print Method Temperature Range Features

Rigid Vinyl Pre-Printed -40°F to 150°F
(-40°C to 66°C)

Indoor/outdoor rated; rigid material accepts
ink; resistant to UV light, chemical
atmosphere, and abrasion; excellent for
applications where adhesives will not work.

Self-Laminating Cable Marker Holders for Large Cables or Cable Bundles

Material Chart

Material Print Method Temperature Range Features

Rigid Vinyl,
Self-Laminating

Pre-Printed 0°F to 176°F
(-18°C to 80°C)

Indoor/outdoor rated; high quality, rugged
material resistant to abrasion; legend is
protected by overlaminate; use where
adhesives will not work.

Part Number

Height
Carriers

Per
Pkg.

Std.
Pkg.
Qty.

Std.
Ctn.
Qty.In. mm In. mm

Adhesive
SEZ-SNC4 7.00 178.0 6.00 152.0 5 1 10
SEZ-SNC3 12.00 305.0 6.00 152.0 5 1 10
SEZ-SNC2 10.50 267.0 7.00 178.0 5 1 10
SEZ-SNC1 12.00 305.0 9.50 241.0 5 1 10

Non-Adhesive
SEZ-RSC1 7.00 178.0 6.00 152.0 5 1 10
SEZ-RSC2 10.50 267.0 7.00 178.0 5 1 10
SEZ-RSC3 12.00 305.0 9.50 241.0 5 1 10
SEZ-RSC4 12.00 305.0 6.00 152.0 5 1 10

Part Number Color

Width Height 
Tags
Per
Pkg.

Std.
Pkg.
Qty.

Std.
Ctn.
Qty.In. mm In. mm

SLCT-IG Gray 3.00 76.2 1.31 33.3 25 1 4

SLCT-OR Orange 3.00 76.2 1.31 33.3 25 1 4

SLCT-WH White 3.00 76.2 1.31 33.3 25 1 4

SLCT-YL Yellow 3.00 76.2 1.31 33.3 25 1 4

SLCT-3 White 4.00 101.6 0.50 12.7 25 1 4

SLCT-3OR Orange 4.00 101.6 0.50 12.7 25 1 4

SLCT-3YL Yellow 4.00 101.6 0.50 12.7 25 1 4

Attach with Panduit Intermediate or Standard Cross-Section Cable Ties.

Component Labels for Laser/Ink Jet Printers Supplied on 8.5" x 11" Sheets
C200X100YJJ White, polyester label. 2.00 50.8 1.00 25.4 — 1000 5000

Component Labels for Thermal Transfer Desktop Printers Supplied on Rolls
C200X100YJT White, polyester label. 2.00 50.8 1.00 25.4 — 2500 10000

Component Cassettes for Panther ™ LS8 Hand-Held Thermal Transfer Printer
C200X100YJC White, polyester label,

200/cassette.
2.00 50.8 1.00 25.4 — 1 10


